
Reclaimed Wood Floating Shelves & Mantels Installation Guide  

_______________________________________________________________________  

Hanging reclaimed wood shelves is a perfect way of adding decorative storage space to your 
home. It is our mission to help you along the way of achieving this goal. In this installation 
guide, you will learn how to position and install your reclaimed Reworx USA shelf, introducing 
an American relic to the atmosphere of your home.  

Package Contents:  

● 3⁄8 Drill guide  
● 3⁄8 Pilot drill  
● 1⁄2 Inch drill  
● Quantity: 2-8 anchor (lag) bolts (depending on size of shelving)  
● Plywood Template  
● Shelf and/or Mantel  

Equipment needed :  

● Power Drill  
● Level Painters  
● Tape  
● Pencil  
● Construction  
● Adhesive  
● Stud Finder  
● 3⁄4 inch Socket and Ratchet 
● Metal cutting saw (ie hacksaw, saber 

saw, sawzall or angle grinder) 
● Protective Eye Glasses (Always 

Recommended)  

During any installation, it is important to stay as organized and efficient as possible. Because of 
this, we recommend laying out all contents of the package, making every item apparent before 
the start of the installation.  

 



Installation Guide  

___________________________________________________________ 

● Step 1: Finding a Place to Hang the Shelf or Mantel  
○ Use a Stud Finder to locate the studs. Then mark these points with Painters Tape and a 

Pencil.  
● Step 2: Template  

○ Take the provided Plywood Template and screw it to the wall exactly where the shelf 
or mantel will be located. It is important to use a Level before fastening the template to 
the wall. Also mark the top of the Plywood Template so when you transfer it from the 
wall to back of shelf or mantel it will be correctly placed.  

● Step 3: Drill Guide NOTE: This fixture drill guide was customized to insure your holes will be 
straight for ease and accuracy of installation 

○ Using the Drill Guide and the 3⁄8 Pilot Prill, drill holes through the Plywood Template that 
has been fastened to the wall, into the marked framing approximately 4 inches deep, and 
16 inches apart or wherever your framing studs line up.  

● Step 4: Template Transition *  
○ Remove the Plywood Template from the wall and screw directly onto the back of the 

mantel or shelf, keeping the wall side facing outward and keeping the top side facing 
upward where marked.  

● Step 5: Anchor Holes  
○ Using the Drill Guide, drill 3⁄8 Diameter holes through the existing holes in the 

template and into the shelf or mantle. The holes should be 2⁄3 of the way into the 
mantle. Then take the 1⁄2 Inch Drill and open the 3⁄8 holes to fit the lag bolts. Remove 
the Plywood Template.  

● Step 6: Anchors  
○ Using the 3⁄4 inch Socket and Ratchet, install the Anchor (lag) Bolts into the holes 

on the wall where the template was first located. Once lag bolts are firmly in place, 
use a metal cutting saw to remove the hexagonal heads from the bolts to achieve 
optimal length for inserting into the Anchor Holes.  

○ NOTE: Make sure that the anchor bolts are cut ¾ of an inch shorter than the 
depth of the holes and that the holes are clear of wood chips and sawdust 
before affixing to wall.  

● Step 7: Installation  
○ Apply a few dabs of Construction Adhesive to the back side (wall side) of the mantle or 

shelf. Insert the shelf by lining up the holes on the back with the wall anchors (lags) into 
the anchor holes and push until it is flush with the wall.  

○ Install is now complete  
○ Thank you for choosing Reworx  

 


